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o ol
AssS

0imp
< ' 3:23'3:‘iﬂb\l ﬂ.g'K'%U:g;‘Az

AN : | |

Leading - edglknblogy

High accuracyemeasur P Quick plug-and-play installation
Energy meter for both PV and battery systéSmpportoZexport functioowwaithiGverters
Support RF communication with Raillog » Energy manager with ShinelLink

Single-phaseeanfdhthge meter optional
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GROWATT NEW ENERGY TECHNOLOGY Co.,LTD
A: No.28 Guangming Road, Longteng Community, Shiyan, Baoan District, Shenzhen, PR.China.

T. +86 7552747 1900 F: + 86 7552749 1460 E: info@ginverter.com
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Datasheet Growatt SPM Growatt TPM

Inputs (voltage and current)

Normal voltage 230V 230Vv/400V

Normal entrMax.eadrr 10A/100A 10/100A

voltage range 176~276V AC (L-N) 100~289V(L-N) 173~500(L-L)
Fequency 50/60Hz (£10%) 50/60Hz (£10%)

Start upeatrr 40mA 40mA

Connectiossesection "d25mfn "d25m

Toque forewcterminals 2.0Nm 2.0Nm

General data

Dimensitions 36*99*63mm 72*100*66mm
Weight 0.2KG 0.42KG
Operation temperation range -25 € .. 85 € -25 € .. 85 €
Relative Humidity 0 95% 0 95%

Mounting DIN R@ritopr DIN Rail (Indoor)
Display LCD LCD
Self-consumption <2W <2W

Measament accuracy 1% 1%
Communication R885 R885

Certificate

CE RoHS
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